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INCLUDED ITEMS: 
 
1 left and 1 right Signal®

1 left and 1 right wire harness 
2 wire taps 
2 ring connectors 
1 instruction manual 
 
REQUIRED TOOLS: 
 
Ratchet with extension or ratcheting screwdriver 
11mm socket  
Small slotted screwdriver 
Medium Philips screwdriver 
Small pry bar 
Electrical tape 
Wire crimper a
Needle nose pli
Masking tape 
Multimeter  
Sturdy gloves 
Safety glasses o

 
PROBLEMS OR QUESTIONS? 

 
Technical Assistance is available by calling 

 Muth Mirror Systems at: 
 

1-800-844-6616 
 

Monday through Friday 
Between 8:00 a.m. and 5:00 p.m. CST 

 
Or through the Muth web site: 

tallation. 

Note: Professional Installation Recommended 
Warranty does not cover damage to the vehicle or mirror housing due to improper installation. The 

following installation instructions are to be considered as a guide only. Door removal procedures, signal 
wire color and 
nd stripper 
ers 

r goggles 

www.kwmuth.com 
 

Or via E-mail:  sales@kwmuth.com 
 

 Mirror 

Please read instructions prior to ins

location may have changed since publication of these instructions. The installer is 
responsible for any damage that may occur during installation. 

http://www.kwmuth.com/
mailto:sales@kwmuth.com


Mirror housing removal 
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1. Open the driver side door and lower the window.  
Remove the door panel. 

 
2. Disconnect the mirror wire harness. 
  

 
3. Remove the three mirror mounting nuts and 

remove the mirror housing from the vehicle. 



Mirror replacement and wiring 

While using sturdy gloves, position your fingers 
behind the outboard edge of the mirror. 

Pull back on the mirror to dislodge it from the center 
hub and remove the mirror from the housing. Note: 
If the mirrors are heated, disconnect the heater 
wires from the heater terminals. 

Pull six inches of the factory wire harness back 
through the mirror housing. 

Using the shorter of the two wire harnesses from the Pull the factory wire harness back to its original Connect the Signal® Mirror mating connector to the 
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kit for the driver side door, tape the end without the 
mating connector to the factory wire harness. 

position.  Remove the tape from the end of the new 
wire harness and pull enough slack through the 
mirror housing so that seven inches remain exposed. 

Sign
are 
Sign
al® Mirror wire harness. Note: If the mirrors 
heated, connect the heater wires to the 
al® Mirror heater terminals.  
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Position the Signal® Mirror wire along the back edge 
of the mirror housing.  Center the mirror over the 
mirror housing. 

Use the palm of your hand and firmly press the 
Sign ® or into the mirror housing until it is 
fully

Guide the new wire harness through the center of the 
foam insulation.  Position the foam insulation back 
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Guide the new wire harness and factory 
mirror wire harness down into the door 
and bolt the mirror back into position. 

Pull
fram
vaca
wire
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Mirror replacement and wiring continued 
al  Mirr

 seated on the center hub. on the mirror sail. 

 

 the rubber boot out between the door and door 
e.  Pass the wire harness through the opening 
ted by the rubber boot.  Remove any slack in the 

Pull the rubber boot off of the door frame and guide 
the harness through the rubber boot and into the 
vehicle.  Remove any slack in the wire. 

  12 
. 



USE THE INCLUDED WIRE TAPS AND FOLL N SIGNAL WIRES

For 1997-1999 m
Locate the GREEN WITH WHITE STRIPE wire fro urn the ignition key so that 
electrical power is on.  Activate the driver side turn  signal power is present.  
Splice the RED wire from the driver side harness int
Locate the WHITE WITH BLUE STRIPE wire from Activate the passenger 
side turn signal and probe the wire with a wire tester ire from the passenger 
side harness into the white with blue stripe wire. 
Strip and twist the ends of the black wires from each d each one to a suitable 
nearby location on the metal framework of the vehic rking. 
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For 2000 mode
Locate the GREEN WITH ORANGE STRIPE wire el.  Turn the ignition key 
so that electrical power is on.  Activate the driver sid ing turn signal power is 
present.  Splice the RED wire from the driver side h
Guide the wire harness from the passenger side door  WITH BLUE STRIPE 
wire from within the wire bundle located behind the  probe the wire with a wire 
tester to verify that flashing turn signal power is pres ange with blue stripe wire. 
Strip and twist the ends of the black wires from each nd to a suitable nearby 
location on the metal framework of the vehicle.  Act
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OW THE FOUR STEPS BELOW T

odel year vehicles follow these w
m within the wire bundle located unde

signal and probe the wire with a wire te
o the green with white stripe wire.   
 within the wire bundle located undern
 to verify that flashing turn signal powe

 harness.  Crimp each of them in a sup
le.  Activate each turn signal to verify t

l year vehicles follow these wir
from within the wire bundle located be
e turn signal and probe the wire with a

arness into the green with orange stripe
 along the dash to the driver side corne
 driver side corner panel.  Activate the 
ent.  Splice the RED wire from the pas
 harness.  Crimp them together in a sup
ivate each turn signal to verify that the 
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O SPLICE INTO THE TUR

iring instructions 
rneath the driver side dash.  T
ster to verify that flashing turn

eath the passenger side dash.  
r is present.  Splice the RED w

plied ring connector and groun
hat the Signal® Mirrors are wo

ing instructions 
hind the driver side corner pan
 wire tester to verify that flash
 wire. 
r panel.  Locate the ORANGE
passenger side turn signal and
senger side harness into the or
plied ring connector and grou
Signal® Mirrors are working. 

 

  4 


